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. THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND CONDITIONS ON THE JOB

AND NOTIFY THE ENGINEER OF ANY DISCREPANCIES PRIOR TO CONTINUING WORK.

. ALL WORK, MATERIAL, METHODS, ETC. SHALL CONFORM TO ALL GOVERNING

BUILDING CODES, WHICH ARE: 2016 CALIFORNIA BUILDING CODE, 2016 CALIFORNIA
RESIDENTIAL CODE, 2016 CALIFORNIA ELECTRICAL CODE, 2016 CALIFORNIA
MECHANICAL CODE, 2016 CALIFORNIA PLUMBING CODE, 2016 CALIFORNIA FIRE CODE,
2016 CALIFORNIA ENERGY CODE, 2016 CALGREEN CODE & LATEST CITY OF LOS
ANGELES CODE.

OBTAIN HEALTH DEPARTMENT APPROVAL PRIOR TO INSTALLING EQUIPMENT.

ALL CONTRACTORS, SUB OR GENERAL BIDDING OR CONSTRUCTING ANY PORTION OF
THIS PROJECT SHALL BE HELD RESPONSIBLE TO REVIEW AND INCLUDE IN ANY BID
SUBMITTED ALL OTHER DRAWING AND SPECIFICATIONS WHICH FORM A PART OF
THESE CONSTRUCTION DOCUMENTS INCLUDING, BUT NOT LIMITED TO,
ARCHITECTURAL GENERAL NOTES, & STRUCTURAL.

. THE GENERAL CONTRACTOR SHALL COORDINATE THE WORK AMONG ALL TRADES TO

ASSURE A SMOOTH AND HARMONIOUS FLOW OF THE JOB.

. PATCH DAMAGED EXISTING SURFACE IN ALL AREAS THAT ARE VISIBLE TO THE

PUBLIC. PROVIDE SMOOTH AND PAINTABLE SURFACES FLUSH WITH ADJACENT
FINISHES.

. THE CENTER OF THE GRIP OF THE OPERATING HANDLE OF CONTROLS & SWITCHES

INTENDED TO BE USED BY OCCUPANT OF THE ROOM OR AREA TO CONTROL
LIGHTING & RECEPTACLE OUTLETS. APPLIANCES, OR COOLING, HEATING &
VENTILATING EQUIPMENT SHALL BE AT A MINIMUM 34" AND A MAX. 48" ABOVE THE
FINISHED FLOOR. OR WORKING PLATFORM.

. EXIT SIGNS SHALL BE ILLUMINATED AT ALL TIMES. PROVIDE EXIT SIGNS WITH

EMERGENCY BACK—-UP POWER SUPPLY.

. EXIT SIGNS SHALL BE CONNECTED TO AN EMERGENCY POWER SYSTEM THAT WILL

PROVIDE AN ILLUMINATION OF NOT LESS THAN 90 MIN. IN CASE OF PRIMARY
POWER LOSS. (1011.6.3)

THE MEANS OF EGRESS ILLUMINATION LEVEL SHALL NOT BE LESS THAN 1—-FOOT
CANDLE AT THE WALKING SURFACE.

ALL DIMENSIONS ON THE DRAWINGS TAKE PRECEDENT OVER SCALE. DIVISION
PRIOR TO INSTALLATION.

GENERAL CONTRACTOR SHALL COORDINATE EXACT DIMENSIONS OF PREFAB BOXES
WITH PREFAB CONTRACTOR PRIOR TO POURING OF BOX CURBS. VERIFY CURB
DETAILS, DOOR OPENINGS AND LOCATION, AND ANY OTHER INFORMATION AS
REQUIRED.

AN APPROVED SEISMIC GAS SHUTOFF VALVE WILL BE INSTALLED ON THE FUEL
GAS LINE ON THE DOWN STREAM SIDE OF THE UTILITY METER AND BE RIGIDLY
CONNECTED TO THE EXTERIOR OF THE BUILDING OR STRUCTURE CONTAINING THE
FUEL GAS PIPING.

EXIT DOORS SHALL SWING IN THE DIRECTION OF EXIT TRAVEL WHEN SERVING
ANY HAZARDOUS AREA OR WHEN SERVING AN OCCUPANT LOAD OF 50 OR MORE.

BUILDING CODE S3304 (b)

EXIT DOORS SHALL BE OPERABLE FROM THE INSIDE WITHOUT THE USE OF A
KEY, SPECIAL KNOWLEDGE OR EFFORT. FLUSH BOLTS OR SURFACE BOLTS ARE
PROHIBITED. APPLIES ALSO TO EXIT GATES.

POST A SIGN ADJACENT TO THE REQUIRED MAIN EXIT DOOR WITH 17 LETTERING
STATING: "THIS DOOR MUST REMAIN UNLOCKED DURING BUSINESS HOURS.” MAIN
EXIT ONLY.

UNLESS NOTED OTHERWISE, ALL FLOOR PLAN DIMENSIONS ARE MEASURED FROM :

1. FACE OF CMU OR CONCRETE.
2. FACE OF METAL STUDS.
5. CENTERLINE OF COLUMNS.

ANGLES ARE 45 DECREES AND 90 DEGREES, UNLESS NOTED OTHERWISE.

THE ENTRANCE TO THE BUILDING SHALL BE IDENTIFIED WITH THE INTERNATIONAL

SYMBOL OF ACCESSIBILITY IN WHITE ON A BLUE BACKGROUND, 3" SQ. MIN. MOUNT
SIGN ON GLASS AT DOORS.

INSTALL PORTABLE FIRE EXTINGUISHER OF MIN. 2—A RATING AND LOCATE PER
FIRE DEPARTMENT FIELD DEPUTY WITHIN 75 FEET TRAVEL DISTANCE TO ALL POINTS
OF THE BUILDING ON EACH FLOOR
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CONSTRUCTION DUST CONTROL: DURING CONSTRUCTION DUST CONTROL
MEASURES SHALL BE REQUIRED. GRADING WILL BE DISCONTINUED DURING
FIRST-STAGE SMOG ALERTS AND SUSPENDED DURING PERIODS OF HIGH WIND
(I.LE.: OVER 15 MILES PER HOUR). ALL HAULING TRUCKS SHALL HAVE LOADS
COVERED OR WETTED AND LOADED BELOW THE SIDEBOARDS TO MINIMIZE
DUST. (APPLIES TO DEMOLITION, GRADING & CONSTRUCTION)

FIRE BLOCKING — COMBUSTIBLE CONSTRUCTION: FIRE BLOCK AT 10
INTERVALS BOTH HORIZONTAL AND VERTICAL ALL STUD WALLS, ENCLOSED
AND CONCEALED SPACES, AND AT OPENINGS AROUND VENTS, PIPES, DUSTS,
ETC. 708.2.1Z E

ALL INSULATION IN FRAMING AND INSULATION USED FOR COVERING PIPES AND
TUBING SHALL HAVE A FLAME SPREAD RATING NOT TO EXCEED 25 AND A
SMOKE DENSITY NOT TO EXCEED 450 WHEN TESTED IN ACCORDANCE WITH
UBC STANDARD 8—1. (707.2 & .3) (NO LOOSE FILL INSULATION.)

FLAMMABLE OR HAZARDOUS MATERIALS SHALL NOT BE STORED IN EXCESS OF
QUANTITIES LISTED IN CBC TABLES 307.1(1) AND 307.1(2).

ALL STEEL MEMBERS SHALL BE MADE IN AN APPROVED FABRICATOR’S SHOP;
THE APPROVED FABRICATOR SHALL SUBMIT THE CERTIFICATE OF COMPLIANCE
TO THE BUILDING INSPECTOR PRIOR TO ERECTION. CBC SECTION 1704.2.2

ENTIRE CONSTRUCTION MUST BE PERFORMED IN CONFORMANCE WITH THESE
PLANS AND APPROVED PLANS.

REMOVE ALL DEBRIS FROM THE PREMISES. G.C TO COMPLY WITH ALL WASTE
MANAGEMENT REQUIREMENTS OF THE CITY OF CLAREMONT, CA.

THE CONTRACTOR TO PROVIDE ADEQUATE SHORING AT ITS OWN DISCRETION
DURING CONSTRUCTION REPAIR WORK, IF NEEDED.

THE GENERAL CONTRACTOR SHALL OBTAIN THE NECESSARY PERMITS AND
INSTALL PEDESTRIAN PROTECTION BARRICADES AS APPLICABLE.

THE GENERAL CONTRACTOR SHALL OBTAIN THE NECESSARY PERMITS AND
INSTALL PEDESTRIAN PROTECTION BARRICADES AS APPLICABLE.

NOTIFY THE ARCHITECT OF ANY CONDITIONS NOT ADDRESSED ON PLANS,
SUCH AS THE INTERIOR PARTITIONS & LOAD BEARING WALLS, CRIPPLE WALLS
AND EXTERIOR WALLS IF FOUND AND WERE NOT SHOWN ON THE PLANS.

NO PUBLIC WAY WILL BE USED FOR STAGING.
CONTRACTOR TO COMPLY WITH SCAM RULE 403 FOR "FUGITIVE DUST"
SEWER CAP MUST BE LEFT EXPOSED FOR INSPECTION BEFORE BACKFILLING.

G.C. TO SECURE APPROVAL OF A DISPOSAL PLAN FOR THE BUILDING
DEMOLITION WORK FOR THE COMMUNITY SERVICES DEPARTMENT AND SUBMIT
DOCUMENTATION. ALSO SECURE TRASH SERVICE FROM COMMUNITY SERVICES

(909)399—-5431

NOTIFY THE ARCHITECT OF ANY ELEMENTS OF HISTORICAL CHARACTER, IF
FOUND, THAT CAN BE DAMAGED DURING DEMO AND WERE NOT SHOWN ON
THE PLANS.

DEFERRED PERMIT IS REQUIRED FOR COOLER/FREEZER BOXES.

CONSTRUCTION HOURS ARE FROM 7:00 AM UNTIL 8:00 PM MONDAY THROUGH
SATURDAY. NO WORK IS TO OCCUR ON SUNDAY OR HOLIDAYS.

ALL WORK ON THIS PROJECT IS TO BE PERFORMED AND COMPLETED IN
CONFORMITY WITH THE MOST RECENT EDITIONS OF THE CLAREMONT MUNICIPAL
CODE, CALIFORNIA BUILDING, PLUMBING, MECHANICAL, ELECTRICAL AND
ENERGY CODES. ALL WORK IS SUBJECT TO FIELD INSPECTION, ANY APPROVALS
THAT APPEAR TO AUTHORIZE NON—CONFORMITY WITH THE ADOPTED
STANDARDS ARE NOT VALID.
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"ROJECT DATA

1— STORY COMMERCIAL BUILDING —

BUILDING NON SPRINKLERED

APN NUMBER:

LOT AREA:

OCCUPANCY:

TYPE OF CONSTRUCTION:

TOTAL BUILDING AREA:
NEW RESTROOM ADDITION:

53561001019
I11—B

3,001  SQ.FT.
2,126 SQ.FT.
95.50 SQ.FT

OCCUPANCY TYPE:

B

TRACK:

431103

COMMERCIAL/ STORE COMBINATION

OWNER

JEAN PIERRE
457 S. DEL MAR AVE.
SAN GABRIEL, CA 91776

STRUCTURAL

BASAN ENGINEERING

3505 S. WHITINGHAM DR.
WEST COVINA, CA 91792
909.444.0117
WWW.BASAENGINEERING.COM

ARCHITECT:

DECLA, INC

20850 SORRENTO LN
PORTER RANCH

CA, 91326

PLUMBING

BF CONSULTING DESIGN

12200 STAGG ST.

NORTH HOLLYWOOD, CA. 91605
PHONE: 818 /795-3487/

ELECTRICAL

BF CONSULTING DESIGN

12200 STAGG ST.

NORTH HOLLYWOOD, CA. 91605
PHONE: 818 /95-3487

MECHANICAL

BF CONSULTING DESIGN

12200 STAGG ST.

NORTH HOLLYWOOD, CA. 91605
PHONE: 818 795-3487/

MANUEL PEREZ PE#/5/86

MANUEL PEREZ
JEAN PIERRE

APPLICANT
ENGINEER
OWNER

10ILe T FACILITY  CALCULA TION

DEFERRED PERMITS

1YPE B:

2016 CPC TABLE 422.1

2,221.30 SQ. FT. / 200 = 11 / 2
= 6 FOR MEN/WOMEN

MINIMUM PLUMBING FACILITIES
BASED ON BUSINESS — B OCCUPANCY

REQUIRED:

MALE: 1 TOILETS, 1 LAVATORIES.
FEMALE: 1 TOILETS, 1T LAVATORIES.

PROVIDED:

GENDER NEUTRAL: 2 TOILET, 2 LAVATORY.

—  FIRE EXTINGUISHING SYSTEM

— SIGNS — ALL SIGNS ARE PART
OF A SEPARATE REVIEW &
PERMIT

SCOPE OF WORK

GOVERNMEN T AGENCIES

VANILLA SHELL OF AN EXISTING COMMERCIAL BUILDING AND
ONE RESTROOM ADDITION AND NEW PARKING LOT

BUILDING DEPARTMENT

FIRE DEPARTMENT

SAN GABRIEL CITY HALL
425 S. MISSION DR.
SAN GABRIEL, CA 91776
626 308—2806

HEALTH DEPARTMENT

HEALTH DEPARTIMENT PLAN CHECK  NOTES

CA 91776

457 5. DEL MAR AVE.

NEW RESTROOM ADDITION
AND PARKING LOT
SAN GCABRIEL,

TITLE
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SHEET NO.
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JOB NO.
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1. THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND CONDITIONS ON THE JOB THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND CONDITIONS ON THE JOB AND NOTIFY THE ENGINEER OF ANY DISCREPANCIES PRIOR TO CONTINUING WORK. 2. ALL WORK, MATERIAL, METHODS, ETC. SHALL CONFORM TO ALL GOVERNING ALL WORK, MATERIAL, METHODS, ETC. SHALL CONFORM TO ALL GOVERNING BUILDING CODES, WHICH ARE: 2016 CALIFORNIA BUILDING CODE,  2016 CALIFORNIA RESIDENTIAL CODE, 2016 CALIFORNIA ELECTRICAL CODE, 2016 CALIFORNIA MECHANICAL CODE, 2016 CALIFORNIA PLUMBING CODE, 2016 CALIFORNIA FIRE CODE, 2016 CALIFORNIA ENERGY CODE,  2016 CALGREEN CODE & LATEST CITY OF LOS ANGELES CODE. 3. OBTAIN HEALTH DEPARTMENT APPROVAL PRIOR TO INSTALLING EQUIPMENT. OBTAIN HEALTH DEPARTMENT APPROVAL PRIOR TO INSTALLING EQUIPMENT. 4. ALL CONTRACTORS, SUB OR GENERAL BIDDING OR CONSTRUCTING ANY PORTION OF ALL CONTRACTORS, SUB OR GENERAL BIDDING OR CONSTRUCTING ANY PORTION OF THIS PROJECT SHALL BE HELD RESPONSIBLE TO REVIEW AND INCLUDE IN ANY BID SUBMITTED ALL OTHER DRAWING AND SPECIFICATIONS WHICH FORM A PART OF THESE CONSTRUCTION DOCUMENTS INCLUDING, BUT NOT LIMITED TO, ARCHITECTURAL GENERAL NOTES, & STRUCTURAL. 5. THE GENERAL CONTRACTOR SHALL COORDINATE THE WORK AMONG ALL TRADES TO THE GENERAL CONTRACTOR SHALL COORDINATE THE WORK AMONG ALL TRADES TO ASSURE A SMOOTH AND HARMONIOUS FLOW OF THE JOB. 6. PATCH DAMAGED EXISTING SURFACE IN ALL AREAS THAT ARE VISIBLE TO THE PATCH DAMAGED EXISTING SURFACE IN ALL AREAS THAT ARE VISIBLE TO THE PUBLIC. PROVIDE SMOOTH AND PAINTABLE SURFACES FLUSH WITH ADJACENT FINISHES. 7. THE CENTER OF THE GRIP OF THE OPERATING HANDLE OF CONTROLS & SWITCHES THE CENTER OF THE GRIP OF THE OPERATING HANDLE OF CONTROLS & SWITCHES INTENDED TO BE USED BY OCCUPANT OF THE ROOM OR AREA TO CONTROL LIGHTING & RECEPTACLE OUTLETS.  APPLIANCES,  OR COOLING, HEATING & VENTILATING EQUIPMENT SHALL BE AT A MINIMUM 34" AND A MAX. 48" ABOVE THE FINISHED FLOOR. OR WORKING PLATFORM. 8. EXIT SIGNS SHALL BE ILLUMINATED AT ALL TIMES. PROVIDE EXIT SIGNS WITH EXIT SIGNS SHALL BE ILLUMINATED AT ALL TIMES. PROVIDE EXIT SIGNS WITH EMERGENCY BACK-UP POWER SUPPLY. 9. EXIT SIGNS SHALL BE CONNECTED TO AN EMERGENCY POWER SYSTEM THAT WILL EXIT SIGNS SHALL BE CONNECTED TO AN EMERGENCY POWER SYSTEM THAT WILL PROVIDE AN ILLUMINATION OF NOT LESS THAN 90 MIN. IN CASE OF PRIMARY POWER LOSS. (1011.6.3) 10. THE MEANS OF EGRESS ILLUMINATION LEVEL SHALL NOT BE LESS THAN 1-FOOT THE MEANS OF EGRESS ILLUMINATION LEVEL SHALL NOT BE LESS THAN 1-FOOT CANDLE AT THE WALKING SURFACE. 11. ALL DIMENSIONS ON THE DRAWINGS TAKE PRECEDENT OVER SCALE.  DIVISION ALL DIMENSIONS ON THE DRAWINGS TAKE PRECEDENT OVER SCALE.  DIVISION PRIOR TO INSTALLATION. 12. GENERAL CONTRACTOR SHALL COORDINATE EXACT DIMENSIONS OF PREFAB BOXES GENERAL CONTRACTOR SHALL COORDINATE EXACT DIMENSIONS OF PREFAB BOXES WITH PREFAB CONTRACTOR PRIOR TO POURING OF BOX CURBS. VERIFY CURB DETAILS, DOOR OPENINGS AND LOCATION, AND ANY OTHER INFORMATION AS REQUIRED. 13. AN APPROVED SEISMIC GAS SHUTOFF VALVE WILL BE INSTALLED ON THE FUEL AN APPROVED SEISMIC GAS SHUTOFF VALVE WILL BE INSTALLED ON THE FUEL GAS LINE ON THE DOWN STREAM SIDE OF THE UTILITY METER AND BE RIGIDLY CONNECTED TO THE EXTERIOR OF THE BUILDING OR STRUCTURE CONTAINING THE FUEL GAS PIPING. 14.  EXIT DOORS SHALL SWING IN THE DIRECTION OF EXIT TRAVEL WHEN SERVING  EXIT DOORS SHALL SWING IN THE DIRECTION OF EXIT TRAVEL WHEN SERVING ANY HAZARDOUS AREA OR WHEN SERVING AN OCCUPANT LOAD OF 50 OR MORE. BUILDING CODE S3304 (b) 15. EXIT DOORS SHALL BE OPERABLE FROM THE INSIDE WITHOUT THE  USE OF A EXIT DOORS SHALL BE OPERABLE FROM THE INSIDE WITHOUT THE  USE OF A KEY, SPECIAL KNOWLEDGE OR EFFORT. FLUSH BOLTS OR SURFACE BOLTS ARE PROHIBITED. APPLIES ALSO TO EXIT GATES. 16. POST A SIGN ADJACENT TO THE REQUIRED MAIN EXIT DOOR WITH  1" LETTERING POST A SIGN ADJACENT TO THE REQUIRED MAIN EXIT DOOR WITH  1" LETTERING STATING: "THIS DOOR MUST REMAIN UNLOCKED DURING  BUSINESS HOURS." MAIN EXIT ONLY.  17. UNLESS NOTED OTHERWISE, ALL FLOOR PLAN DIMENSIONS ARE MEASURED FROM : UNLESS NOTED OTHERWISE, ALL FLOOR PLAN DIMENSIONS ARE MEASURED FROM :    1. FACE OF CMU OR CONCRETE.        2. FACE OF METAL STUDS.        3. CENTERLINE OF COLUMNS. 18. ANGLES ARE 45 DEGREES AND 90 DEGREES, UNLESS NOTED OTHERWISE. ANGLES ARE 45 DEGREES AND 90 DEGREES, UNLESS NOTED OTHERWISE. 19. THE ENTRANCE TO THE BUILDING SHALL BE IDENTIFIED WITH THE INTERNATIONAL THE ENTRANCE TO THE BUILDING SHALL BE IDENTIFIED WITH THE INTERNATIONAL SYMBOL OF ACCESSIBILITY IN WHITE ON A BLUE BACKGROUND, 3" SQ. MIN. MOUNT SIGN ON GLASS AT DOORS. 20. INSTALL PORTABLE FIRE EXTINGUISHER OF MIN. 2-A RATING AND LOCATE PER INSTALL PORTABLE FIRE EXTINGUISHER OF MIN. 2-A RATING AND LOCATE PER FIRE DEPARTMENT FIELD DEPUTY WITHIN 75 FEET TRAVEL DISTANCE TO ALL POINTS OF THE BUILDING ON EACH FLOOR
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21. CONSTRUCTION DUST CONTROL: DURING CONSTRUCTION DUST CONTROL MEASURES SHALL BE REQUIRED. GRADING WILL BE DISCONTINUED DURING FIRST-STAGE SMOG ALERTS AND SUSPENDED DURING PERIODS OF HIGH WIND (I.E.: OVER 15 MILES PER HOUR). ALL HAULING TRUCKS SHALL HAVE LOADS COVERED OR WETTED AND LOADED BELOW THE SIDEBOARDS TO MINIMIZE DUST. (APPLIES TO DEMOLITION, GRADING & CONSTRUCTION) 22. FIRE BLOCKING - COMBUSTIBLE CONSTRUCTION:  FIRE BLOCK AT 10' INTERVALS BOTH  HORIZONTAL AND VERTICAL ALL STUD WALLS, ENCLOSED AND CONCEALED SPACES, AND AT OPENINGS AROUND VENTS, PIPES, DUSTS, ETC. 708.2.1Z E  23. ALL INSULATION IN FRAMING AND INSULATION USED FOR COVERING PIPES AND TUBING SHALL HAVE A FLAME SPREAD RATING NOT TO EXCEED 25 AND A SMOKE DENSITY NOT TO EXCEED 450 WHEN TESTED IN ACCORDANCE WITH UBC STANDARD 8-1. (707.2 & .3) (NO LOOSE FILL INSULATION.) 24. FLAMMABLE OR HAZARDOUS MATERIALS SHALL NOT BE STORED IN EXCESS OF QUANTITIES LISTED IN CBC TABLES 307.1(1) AND 307.1(2). 25. ALL STEEL MEMBERS SHALL BE MADE IN AN APPROVED FABRICATOR'S SHOP; THE APPROVED FABRICATOR SHALL SUBMIT THE CERTIFICATE OF COMPLIANCE TO THE BUILDING INSPECTOR PRIOR TO ERECTION. CBC SECTION 1704.2.2   26. ENTIRE CONSTRUCTION MUST BE PERFORMED IN CONFORMANCE WITH THESE PLANS AND APPROVED PLANS. 27. REMOVE ALL DEBRIS FROM THE PREMISES. G.C TO COMPLY WITH ALL WASTE MANAGEMENT REQUIREMENTS OF THE CITY OF CLAREMONT, CA. 28. THE CONTRACTOR TO PROVIDE ADEQUATE SHORING AT ITS OWN DISCRETION DURING CONSTRUCTION REPAIR WORK, IF NEEDED. 29. THE GENERAL CONTRACTOR SHALL OBTAIN THE NECESSARY PERMITS AND INSTALL PEDESTRIAN PROTECTION BARRICADES AS APPLICABLE. 30. THE GENERAL CONTRACTOR SHALL OBTAIN THE NECESSARY PERMITS AND INSTALL PEDESTRIAN PROTECTION BARRICADES AS APPLICABLE. 31. NOTIFY THE ARCHITECT OF ANY CONDITIONS NOT ADDRESSED ON PLANS, SUCH AS THE INTERIOR PARTITIONS & LOAD BEARING WALLS, CRIPPLE WALLS AND EXTERIOR WALLS IF FOUND AND WERE NOT SHOWN ON THE PLANS. 32. NO PUBLIC WAY WILL BE USED FOR STAGING. 33. CONTRACTOR TO COMPLY WITH SCAM RULE 403 FOR "FUGITIVE DUST" 34. SEWER CAP MUST BE LEFT EXPOSED FOR INSPECTION BEFORE BACKFILLING. 35. G.C. TO SECURE APPROVAL  OF A DISPOSAL PLAN FOR THE BUILDING DEMOLITION WORK FOR THE COMMUNITY SERVICES DEPARTMENT AND SUBMIT DOCUMENTATION. ALSO SECURE TRASH SERVICE FROM COMMUNITY SERVICES (909)399-5431 36. NOTIFY THE ARCHITECT OF ANY ELEMENTS OF HISTORICAL CHARACTER, IF FOUND, THAT CAN BE DAMAGED DURING DEMO AND WERE NOT SHOWN ON THE PLANS. 37. DEFERRED PERMIT IS REQUIRED FOR COOLER/FREEZER BOXES. 38. CONSTRUCTION HOURS ARE FROM 7:00 AM UNTIL 8:00 PM MONDAY THROUGH SATURDAY. NO WORK IS TO OCCUR ON SUNDAY OR HOLIDAYS. 39. ALL WORK ON THIS PROJECT IS TO BE PERFORMED AND COMPLETED IN CONFORMITY WITH THE MOST RECENT EDITIONS OF THE CLAREMONT MUNICIPAL CODE, CALIFORNIA BUILDING, PLUMBING, MECHANICAL, ELECTRICAL AND ENERGY CODES. ALL WORK IS SUBJECT TO FIELD INSPECTION, ANY APPROVALS THAT APPEAR TO AUTHORIZE NON-CONFORMITY WITH THE ADOPTED STANDARDS ARE NOT VALID.
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